Re-Recording 


When you connect the Synchro Edit Jacks on your 
Palmcorder and a recording unit such as a VCR ora 
Camcorder, you can control both units using the 
controls of the recording unit. 


lf Both Units have Synchro Edit Jacks 


¢ Set up and connect the units as illustrated. (Be sure Preparations: 
to connect the AC adaptor to an AC Ouilet). e¢ Turn ON both units. 
e Set the recording VCR’s Input Signal Selector to 
“LINE”. 


e Set the VCR/OFF/CAMERA Selector switch on the 
Palmcorder to the “VCR” position. 


— Connection 
Source (Playing): Palmcorder Recording: VCR or Camcorder 


Audio/Video 


Cable(supplied 
Video Out ae 


Audio In 


sie. AS 


SS a Le ee cee ees 
, = Tn TNT 


VHF Connecting 
Cable (not supplied) 


Audio Out 


ee Synchro Edit/ Synchro Edit Jack 
Connector Remote Jack 
Synchro Edit Cord 
(optional) 
DC Power Cable DC Output To AC Outlet 
Connector 
— Operation 
At the Source (Playing) Palmcorder 5 On the recording unit, press the PAUSE button to 
1 begin the re-recording. 
Insert the pre-recorded tape. ; . 
The Synchro Edit feature simultaneously releases 
2 Press the PLAY button to review the tape, then the Pause mode on both units, so playback and 
press the STILL button where you want to start recording begin at the same time. 
copying. The source unit is now in Play/Pause ; ee 
mode. Press the PAUSE button again when dubbing is 
complete. (both units go into Play/Pause mode). 
At the Editing (Recording) Unit 7 Press the STOP button on both units. 
Insert a blank tape with record tab. e For more information about monitoring the 


- i ; 3. 
4 Press the PLAY and REC buttons together, and he-Fesarciriginlonens. BRS Pages 
then immediately press the STILL button. 


The unit is now in Record/Pause mode. 
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Panasonic V 
Palmcorder | 


Camcorder 
PV-22 
Consists of 
PV-22D/PV-A16 


Operating Instructions 


Features ; 

®5W Color Enhancement Light *Digital Auto Shutter 

®High Speed Shutter’ : Digital Automatic Focusing 
*Flying Erase Head Book Mark Search 
Power Zoom Function ®Record Review 
*Audio/Video Dubbing *Automatic White Balance 
®V/ideo Playback ®CCD Image Sensor 

*Auto Lock Mode - HQ (High Quality) System 
*Auto Tracking : ac) Ways to Supply Power 
€8-Function Remote Le > 


Before attempting to connect, operate or adjust this product, please read these instructions completely. 
VQTS2703 (A) 


Purchase Information 


The serial number of these products may be found 
on the bottom of the Palmcorder and on the surface 
of the AC Adaptor. No other has the same serial 
number as yours. You should record the number 
and other vital information here and retain this book 
as a permanent record of your purchase to aid 
identification in case of theft. 


Safety Precautions 


WARNING: TO PREVENT FIRE OR SHOCK 
HAZARD, DO NOT EXPOSE THIS EQUIPMENT TO 
RAIN OR MOISTURE. 


Your Compact VHS Palmcorder is designed to 
record and play back in Standard Play (SP) and 
Super Long Play (SLP) modes. You can also 
play a Compact VHS Palmcorder recording on 
your VHS VCR using the VHS PlayPak supplied. 


Date of Purchase 

Dealer Purchased From 
Dealer Address 

Dealer Phone No. 

Model No. PV-22D/PV-A16 
Serial No. 


CAUTION: TO PREVENT FIRE OR SHOCK 
HAZARD AND ANNOYING INTERFERENCE, USE 
THE RECOMMENDED ACCESSORIES ONLY. 


This Palmcorder is equipped with the HQ System 
to provide excellent video pictures, and is 
compatible with standard VHS equipment. 


Only use those tapes with the mark. It is 
recommended that only cassette tapes that have 
been tested and inspected for use in VCR 
machines with the and/or mark be 
used. 


AUTION 


Cc 
RISK OF ELECTRIC SHOCK 
DO NOT OPEN 


CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, 
DO NOT REMOVE COVER (OR BACK) 
NO USER-SERVICEABLE PARTS INSIDE 


REFER SERVICING TO QUALIFIED SERVICE PERSONNEL 


Table of Contents 


This symbol wams the user that uninsulated voltage 
within the unit may have sufficient magnitude to cause 
electric shock. Therefore, it is dangerous to make any 
kind of contact with any inside part of this unit. 


This symbol alerts the user that important literature 

concerning the operation and maintenance of this unit _ 
has been included. Therefore, it should be read carefully 
in order to avoid any problems. 
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Quick Guide 


— Basic Recording 


While pressing the 6 . 
center button turn 

the switch to 
“CAMERA/AUTO 
LOCk”. 


1 Charge the Battery Pack fully before operation. 7 Select the desired recording speed (SP or 


2 Insert the Battery Pack. 8 SEP} 
. ; Pull the Viewfinder to its fully extended 
3 ay the BIEGT switchs to apentie Gassatis position and rotate it clockwise to lock. 
9 Press the RECORD/PAUSE button to start 
recording. 
9) Press gently, but firmly on the raised area ¢ If covered, slide the Record button cover downward. 


indicated by the arrow to close ihe door. 
S : 10 Press the RECORD/PAUSE button again to 
Set the VCR/OFF/CAMERA Selector switch to pause recording. 
“CAMERA/AUTO LOCK™ position (see page 16). 
¢ The Palmcorder will go into the Record/Pause 
mode. 


4 Insert a cassette with record tab. 


— To Watch Playback in the EVF (Electronic Viewfinder) 


While pressing 
the center button 
turn the switch to 


‘VCR’. 
1 Set the VCR/OFF/CAMERA Selector switch to 4 Press the PLAY button. 
em 5 Press the STOP button when playback is 
2 Press the REWIND button. finished. 
3 Pull the Viewfinder to its fully extended 6 Slide the EJECT switch to remove the tape. 


position and rotate it clockwise to lock. 


= 


— 


Palmcorder System 


For more information and ordering instructions see the back cover and also the separate Accessory Order Form 


and Selection Guide. 


— Power Supplies 


FH 


Car Battery 
Cord (optional) 


AC Adaptor Battery Pack 


— To Transport 


mi 


System Carrying Case 
(optional) 


Shoulder Strap 


— To Connect —— 


“RF Adaptor 
Audio/Video Cable (optional) 
— For Professional Special 
Effects 


© O 


Wide Angle Lens Telephoto Lens 
(optional) (optional) 


Filter Kit 
(optional) 


Microphone 
(not supplied) 


AC Adaptor 


A 


Super Directional 


(M3 connector) 


Description of Controls 


Rear View 


— 
eo 
= 
—_ 
—_ 
= 


li 


oO) Battery Panel Synchro Edit/Remote Jack 
Attach a Battery Pack here to use as the power Connect this mini jack to the synchro edit jack on 
supply. another VCR or Palmcorder using a mini-plug 
@ EJECT Switch cable (optional) in order to use the synchronized 


Slide this switch to insert or remove the cassette. editing feature. This jack is also used to connect 


the wired remote control (optional). 
(6) DC Input Connector 


For connecting the AC Adaptor using the DC Audio Output Connecior 


suppl For connection to an audio input connector ona 
eo ¢ ee TV Monitor, VCR or an audio tape recorder. 


@® RECORD/PAUSE Button 
Used to start or pause a camera recording. 


©) Record Button Cover 
Slide this cover upward to avoid accidentally 


© 


DC Output Connector for the RF Adaptor 
Used for the connection of the RF Adaptor. 


Video Output Connector 
For connection to a video input connector on a 


© © @ 


pressing the Record Button. 8 —— = VR, 
© Strap Attachment Rings ar nub abs be adjusted to the size of your 
” eval teid this bali oo ee the Battery icainiie 

Pack. 
Underside View 


oO) Lens Cap @ Tripod Mounting Hole 
The lens cap with clip can be attached to the 
hand strap to prevent misplacement. 


Description of Controls (continued) 


Front View 


® 


@ 


©) 


@® 


Lens Hood 
Shields the camera lens and accepts the lens 
cap. 


Built-In Twin Capsule 2-Way Microphone 
System 

Reduces wind noise for clearer recording of 
sound. 


External Microphone Jack 

The built-in Twin Capsule 2-Way Microphone 
System is automatically disconnected when an 
external microphone is plugged in here. 


Power Indicator 


VCR/OFF/CAMERA Selector Switch (with Auto 

Lock) 

Positions: 

VCR 

Play/Rec: To use the VCR functions. 

OFF 

To turn the Palmcorder OFF. 

CAMERA/NORMAL 

Record: For camera recording. 

Edit: In this position you can hold down the play 
and search buttons to view scenes. 

CAMERA/AUTO LOCK 

To lock-out the more advanced, functions for 

worry-free camera recording operation under 

most conditions. The Record Review function will 

operate in this mode. 


BACKLIGHT Button 

Press this button while recording a back lit subject 
and the Palmcorder will automatically 
compensate for high contrast lighting conditions. 


FADE Button 

When this button is held down, the picture and 
the sound will fade out. When the button is 
released, the picture and the sound will fade in. 


© 


Remote Eject Switch 
Located inside the cassette door, slide this switch 
to remove the 8-Function Remote. 


HOLD/ MODE SEL Button 
Hold function 
Used to freeze the Digital function. 
Mode Sel (select) function 
Used to select the various modes for the 
digital fade feature. 


Remote Power Switch 
Set this switch to ON while using the 8-Function 
Remote. 


Tally Light 
The red Tally Light is lit when a recording is in 
progress. 


FOCUS Button, co (FAR) and NEAR Dial 

Use the Auto mode for constant auto focus. In the 
Manual position (*MF” will appear in the EVF), 
you may adjust the focus by turning the dial to oo 
(FAR) or NEAR. 


DATE/TIME Button 
Used to display the date and time or the date 
only. 


TAPE REMAINING Switch 

Used to select the correct tape length (T-20, T-30 
and T-40) so that the tape remaining time feature 
will function properly. 


(5) HIGH SPEED SHUTTER Button 


Use to select the Digital Auto Shutter mode or 
one of 7 Shutter speeds. 


WHITE BALANCE Button 

In the Auto mode the camera will automatically 
maintain the optimum color balance in either 
indoor or outdoor lighting conditions. 


Description of Controls (continued) 


) SELECT Button/(Tracking Control) © Door Close Area 
Used to select the date or time when the clock Press this raised area when closing the cassette 
mode is selected. door. 
) SET Button/(Tracking Control) @0 Cassette Compartment 
nee eae, the date or time when the clock mode @) TAPE SPEED Selector 
acid Set this selector for the desired recording speed. 
(See page 19.) 
Top View @ ® © 


@ AUDIO DUB Button and Indicator Light Mount 
Use this button when doing audio dubbing with A convenient mounting for the supplied Color 
the Palmcorder. (See page 31.) Enhancement Light. 


VIDEO DUB Button and Indicator 
Use this button when doing video dubbing with 
the Palmcorder. (See page 29.) 


POWER ZOOM Switch 
Use to “zoom-in” with telephoto (“T”) or “zoom- 
out” with wide angle (“W”). 


RESET Button 
Resets the Tape or Lap Time Counter. 


COUNTER DISPLAY/MEMORY/LAP TIME/ 


REWIND/SEARCH Button 
PLAY Button 
FAST FORWARD/SEARCH Button 


STOP Button 
Use this button to stop the tape in VCR mode. 


STILL Button 
Use this button to pause in Play mode. 


© 6&® © ® 
®@ @ ©OSEo 


Brightness Control/Focus Control 


TAPE REMAINING (D/M/L/TR) Button These controls adjust the brightness and focus of 
Used to display the battery charge status, tape the viewfinder picture. 

_ counter, lap time counter, remaining tape time Note: These controls have been set at the 
and to clear these displays from the EVF. factory. It is not necessary to adjust these 
Vision Adjustment Ring controls under normal circumstances. But, should 
Adjust this ring to your eyesight to assure good Ml become yore be careful to make the 
focus. adjustment with a small, slender screwdriver so 


as not to damage the miniature control. 
@ Electronic Viewfinder (EVF) 
Fully extend and rotate clockwise to lock when in 
use. Rotate counterclockwise to unlock and 
retract for storage. ie 
Do not attempt to lift or carry the Palmcorder by 
the EVF. 


Description of Controls (continued) 


8-Function Remote 


@ POWER ZOOM Switch 
Use to “zoom-in” with telephoto (“T”) or “zoom- 
out’ with wide angle (“W”) (See page 28). 

@ POWER Switch 
To turn the 8-Function Remote on and off. 


@) RECORD/PAUSE Button 
Used to start or pause a camera recording or to 
start or stop dubbing in VCR mode. 


REWIND/SEARCH Button 


STOP Button 
Use this bution to stop the tape in VCR mode. 


PLAY Button 


® 
© 
© 
@ 


STILL Button 
Use to pause in Play mode and to start or stop 
dubbing 


FAST FORWARD/SEARCH Button. 


Description of Controls (continued) 


AC Adaptor 


@ DC Output Connector 
For connecting power to the Palmcorder using 
the DC Power Cable (supplied). 


2) Power Indicator Lamp 
Lights when the AC adapior is connected to an 
AC outlet. 


@) Charging Indicator Lamp 
Lights while the Battery Pack is charging. After 
charging, the lamp will go out. 
This light flashes during Battery refresh. 


@® BATTERY REFRESH BUTTON 
When you press this button the battery will be fully 
discharged to prolong battery life. 


©) Battery Charging Compartment 


© Spring Clamp 
To hold the Battery Pack in place on the AC 
adaptor. 


@ AC Power Cord 


CAUTION: ——————____J 
This unit will operate on 110/120/220/240V AC. 
An AC plug adaptor may be required for voltages 
other than 120V AC. : 

Please contact either a local or foreign electrical 
parts distributor for assistance in selecting an 
alternate AC plug. We recommend using the 
accessory power plug adaptor (VJSS0070) in an 
area which has special AC outlets. 


= 


= == ae 


Adjustments for Easy Handling 


— To Use the Shoulder Strap 


1 Pinch the tabs together on either side of the 
clasp and raise it to expose the buckle’s catch. 
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fo queen 
ii © 


i} 
\— 4 
ati 


- 


2 Unhook the strap from the buckle catch. 


3 Thread the shoulder strap through the Strap 
Attachment Ring on the Palmcorder. Then re- 
hook it onto the buckle catch. 


4 Press the clasp down on the buckle to lock in 
place. 


5 Pull a loop of the strap loose from the buckle, 
then pull the strap firmly through the buckle to 
adjust the length. 


— To Adjust the Flexible Grip 


1 Press in and slide the Flexible Grip Clamp to 
one of the four positions so that you can easily 
reach the Power Zoom button as well as the 
Record button. 


2 Adjust the strap length so that it fits your hand 
snugly. 
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Preparations 


Power Supplies 
— Battery Pack 


To Attach the Battery Pack 


e Be sure to fully charge:the Battery Pack before 
operation. Even a fully charged Battery Pack will 
discharge if left for a long time without a recharge. 
With a fully charged Battery Pack, you will have 
about 1.5 hours of continuous use. 


1 Align the Battery Pack with the top of the 
Battery Panel Mounting Surface. 


2 Press into place. 


To remove the Battery Pack 


1 Grasp the bottom of the Battery Pack. 


2 While sliding the Battery Release button, pull it 
out and off the Battery Panel. 


Note: After recharging the Battery Pack about 5 times, 


use the BATTERY REFRESH button on the AC 
Adaptor as explained on page 13. 


11 


Preparations (continued) 


— AC Adaptor (Supplied) 


To AC 
Outlet 
@) 
DC Output (e! 
Connector 


1 Set the VCR/OFF/CAMERA Selector switch to 3 Connect the AC Power Plug to an AC outlet. 
“OFF”. The Power indicator will light up. 


2 Connect the DC Output Connector on the AC 
Adaptor to the DC Input Connector on the 
Palmcorder with the DC Power Cable (supplied). 


— Car Battery Cord (Optional) 


Cigarette Lighter 
DC Input “ Car Battery Cord Socket 
npu ; : 
Connector Cigarette Lighter Plug 


1 Connect your Car Battery Cord to the DC Input © Thereis a fuse located in the lighter plug end of the 
Connector on the Palmcorder. cord. 
Should fuse replacement be necessary use the exact 


2 Start your car engine and then insert the es: 
current rating (in amps). 


cigarette lighter plug of the Car Battery Cord into 
the socket. 
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Preparations (continued) 


— To Charge the Battery Pack. —@§$£§$--—-——————_ 


1 Plug the AC Adaptor Power Plug into an AC 
Outlet. The power indicator lights up. 
Battery Charging 


2 Place the top of the Battery Pack up against the *% 
Confirmation Marker 


Spring Clamp as shown. While sliding it toward 
the Spring Clamp press down and release. 
When attached correctly, the Charging indicator 
lights up. 


e The Battery Pack should charge in about 2 hours. 


Removing the Battery Pack 


While sliding it toward the Spring Clamp, lift the 


Battery Pack up and out of the AC Adaptor. (9) 


¢ To preserve the life of your Battery, remove the Charging Indicator 1 oe / @ 
Outlet 


Battery Pack from the Compact VHS Palmcorder 
and the AC Adapior while not in use. 


* Use this marker as a reminder to yourself when the 
battery is fully charged or in need of a charge. This 
marker performs no function and is for your 
reference only. 


— Using the Battery Refresh Button 


After recharging the Battery Pack several times the 
actual battery operating time will gradually decrease. 
For this reason it is recommended to use the Battery 
Refresh feature after about every 5 charges. The 
Battery Refresh feature allows you to completely 
discharge the power from the Battery Pack before 
recharging. 


1 Place the Battery Pack into the AC Adaptor as 


illustrated. y) To AC 
2 Press the BATTERY REFRESH Button. BATTERY REFRESH Outlet 
The Charging indicator will flash and discharging Button 


will begin. After discharging is completed, the 
indicator will stop flashing. 


e Should you accidentally press the 
BATTERY REFRESH button remove the Battery 
Pack, then re-insert it to begin charging. 


e |t takes about 10 hours when both Battery Refresh. 
and charging are performed. 
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Preparations (continued) 


_ Cassette Information 


A. Maximum Record/Playback Time 
Use tapes with the mark in this unit. 


ginal 
SP (Standard Play) 20 Minutes | 30 Minutes 40 Minutes 


SLP (Super Long Play) One Hour One Hour Two Hours 
30 Minutes 


B. Erase Protection Tab 
Cassettes have a record tab to ensure that recordings 
are not accidentally erased. 


To prevent accidental erasure To record again 


over the hole with 


cellophane tape 


(Some tapes have a slide 
type erase protection tab.) 


— To Insert or Remove a Cassette 


The Palmcorder may be ON or OFF when you insert or 1 Tape Wheel 
remove a cassette. 


1 Turn the Tape Wheel on the side of the cassette 
in the direction of the arrow until there is no slack 
before inserting the cassette into the Palmcorder. 


2 Slide the Eject switch to open the door. 


3 Hold the cassette vertically with the window 
facing away from the Palmcorder body as shown. 


4 Press gently, but firmly on the raised area 
indicated by the arrow to close the door. 
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Preparations (continued) 


— 5W Color Enhancement Light (Supplied) 


Using the Color Enhancement Light, you can provide 
additional light to brighten the natural colors in a 
scene. 


1 Slide the Color Enhancement Light into the 
built-in Light Mount (See illustration.). 
Be sure to slide the Light until it locks into place. 


2 Press the Light ON/OFF button to turn the Light 


on. 
3 To remove the Light, press the Light Release 
button and slide the Light off. 


CAUTION: 


This light becomes hot during operation. 


LIGHT RELEASE 
BUTTON 


Replacing the Bulb 


1 Turn the screw on the underside of the reflector 
casing counterclockwise to remove it. 


2 Turn the reflector casing counterclockwise only as 
far as shown in the diagram and pull it completely 
off the bulb housing. 


m Pull the old bulb off the base and, using a cloth or 
tissue, replace it. 
4 Replace the reflector casing on the bulb housing as 


in step 2, turning it clockwise. 
Then, replace and tighten the screw. 


REFLECTOR 
CASING 


we, @ 
Danger: Note: 


If using the Enhancement Light for an extended 
period of time, take note of the surrounding 
temperature and be sure to provide ventilation when 
using the light in a hot environment. 

Using the Enhancement Light when the Palmcorder 
is powered by a car battery may shorten bulb life. 
Do not attempt to lift or carry the Palmcorder by 
holding the Enhancement Light. 


e When replacing the bulb, use only lamp bulbs 
(PART NO. VLLW0003) supplied by Panasonic to 
reduce the risk of fire. 

Use a cloth or tissue when handling the bulb as 
finger oils will decrease the bulb life. To prevent 
possible burn hazard, disconnect the Color 
Enhancement Light Unit and allow the lamp to cool 
before replacing. 

Do not connect any light other than the standard 
light included. Use of a different light, modification to 
the light connector or light jack may cause severe 
battery drain and fire hazard. 
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Preparations (continued) 
—Auto Lock Mode 


When the VCR/OFF/CAMERA Selector switch is set to Auto Lock is especially helpful for the first time 
the CAMERA/AUTO LOCK position, the white balance Palmcorder user and ensures “point and shoot” 
and focus are automatically adjusted while the more operation under most conditions. 

advanced features listed below are locked. 


AUTO LOCK 


CAMERA MODE 


St , 

eo 
aOHSREEDEHITTER | orion | Nenruneronar 
a ee oc oe 
See RR EON 
ee Coe Ge 
Precrevew 
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Preparations (continued) 


8-Function Remote 


You can operate some functions of your Palmcorder 
from a distance of up to 16 feet (approx.) with this 
convenient remote control. Select the Remote ON 
position on both the Remote Control and the 
Palmcorder, when in use. 


Functions Controlled 


VCR MODE | CAMERA MODE 


e Select the Remote OFF position on both the 
Palmcorder and remote conirol when not in use. 


Note: 

After 5 minutes, Pause mode will automatically go into 
standby mode, to conserve battery power. 

Within 24 hours, if the REC/PAUSE button is held down 
for about one second, the Palmcorder comes back on 
and goes into Record mode. 


To Load the Battery 


1 © white pinching the stopper tab, @ pull the 
Battery tray out of the remote. 


Insert the battery (supplied) into the Battery tray 
with the @ mark facing upward. 


e Do not reverse the polarity. 


3 Replace the Battery tray. 


To Store the 8-Function Remote in the 
Palmcorder_ - 


1 Slide the EJECT switch to open the cassette door. 


2 Insert the 8-Function Remote into the slot inside 
the Casssette Compartment (as shown.) 


3 Press gently, but firmly on the raised area 
indicated by the arrow to close the door. 


° Slide the EJECT switch to open the cassette door. 


° Slide the Remote Eject switch to eject the Remote 
Control. 


CC Te 


IIIS 


REPLACE BATTERY 
WITH PART NO. 
VSBW0004 (CR2025) 
ONLY. USE OF 
ANOTHER BATTERY 
MAY PRESENT A 
RISK OF FIRE OR 
EXPLOSION. 
CAUTION-BATTERY 
MAY EXPLODE IF 
MISTREATED. DO 
NOT RECHARGE, 
DISASSEMBLE OR 
DISPOSE OF IN FIRE. 
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Preparations (continued) 
Electronic Viewfinder (EVF) Indications 


These indications will not be recorded on the tape. 
— Operating Mode Indications nl 


© These indications will appear in the Camera mode. 


SP(or SLP) 
REC 


Recording is in progress in SP (or SLP) mode. 


These indications will appear in the VCR mode. 


Fast Forward 
Playback 
Rewind 
Video Dub mode 
Audio Dub mode 


Audio/Video Dub mode 


e When the Battery Pack is fully charged, “E---F 
appears. 


e As the battery charge is consumed, the indicator F 
changes: “E-- F’,“E-  F’. F 
NNT 774 
e “BATTERY?” will flash for several minutes and then F —BATTERY — 


“EF and “BATTERY” will flash for several | > eae, 
seconds prior to automatic power shut off. When this F—BATTERY — 
happens, a battery recharge is necessary. aes os 7 1 NN 


— Tape Warning Indications 


° This indicator will flash as a warning that the tape is 
about to end in Rec mode. 


e Ifthe record tab is missing, this indicator will flash 
and recording will not start. 


— Dew Indication 


-TAPE - 
© |f excessive moisture condenses in the unit, it will 

not operate. This indicator will flash for several 

seconds and the Palmcorder will automatically turn 

OFF. In this case, wait until the indicator no longer: 


flashes when your Palmcorder is turned on again. 
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Camera Recording 


— Operation 
1 Set the VCR/OFF/CAMERA Selector switch to 


the “CAMERA/NORMAL” position. 


2 Pull the Viewfinder out to its fully extended 


position and rotate it clockwise to lock, then 
adjust the Vision Adjustment Ring to your 
eyesight. 


Select the desired recording speed SP 
(Standard Play) or SLP (Super Long Play). 


Select Auto with the WHITE BALANCE button 
for normal indoor or outdoor lighting. 

“(=C) INDOOR’ or “(=O2) OUTDOOR’ are for 
special color conditions (page 26). 


5 Select Auto with the FOCUS button. 


In the Camera mode, the Auto Focus system will 
function continuously. 
When the VCR/OFF/CAMERA Selector switch is set 
to “CAMERA/AUTO LOCK’ position, steps 4 and 5 
are performed automatically. (See page 16.) 


Press the RECORD/PAUSE button to start 
recording. The REC Indicator appear in the EVF 
and the Tally Light is lit during recording. 
If covered, slide the Record Button Cover 
downward. 


7 Press the RECORD/PAUSE button again to 


pause. 

In Record/Pause mode, slide the EJECT switch to 
remove the cassette. 

After 5 minutes, Pause mode will automatically go 
into Standby mode, to conserve battery power. 

In this case, set the VCR/OFF/CAMERA Selector 
switch to the OFF and then the Camera position to 
continue recording. 


Edit Search: 


Besides recording, you can view or search scenes. 
Set the VCR/OFF/CAMERA Selector switch to the 


CAMERA NORMAL position and hold down the PLAY, 


FF/SEARCH or REWIND/SEARCH button in Rec/ 
Pause mode. 


— Automatic Easy Edit Standby— 


If you stop recording but plan to resume within 24 


hours, you can use the Edit Standby feature to make a 


smooth transition between scenes. 


Set the VCR/OFF/CAMERA Selector switch to OFF 
and leave the cassette in the Palmcorder. If after 24 


hours, use the manual Easy Edit feature found on 
page 23. 


Preparations: 

e Your Palmcorder is connected to a power 
source (Battery Pack, AC Adaptor, or Car 
Battery Cord). 

e Insert a cassette with record tab (see page 14). 


Electronic 
Viewfinder (EVF) 


When your Palmcorder is 
turned on, the image from 
the lens appears. 


Tally Light 


— Record Review 


While in the Record/Pause mode, you can playback 
the last few seconds of your recording in the EVF or 
monitor screen. 

In Record/Pause mode, press the REWIND button. 
After Record Review, the Palmcorder will go back into 
the Record/Pause mode for continued recording. 
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To Playback on the EVF 


You can play back your Palmcorder recordings on the 
electronic viewfinder(EVF). 


— Operation 

1 Set the VCR/OFF/CAMERA Selector switch to 
the “VCR” position. 

2 Press the REWIND button to rewind the tape. 

3 Press the PLAY button to view the recording. 


4 Press the STOP button when playback is 
finished. 


e You may play back your recordings on a monitor or 
TV (page 21), or on your VHS VCR with the VHS 
PlayPak provided (page 34). 


e When a tape without a record tab is inserted while in 
the VCR mode, playback will begin automatically. 


— Auto Tracking 


Auto Tracking continuously analyzes the signal to 
adjust for optimum picture quality for each recording. 
So there is usually no need for manual adjustments to 
minimize noise in playback for most tapes. However, 
with some recordings, due to wear or quality, you may 
get a better result using Manual Tracking. 


— Manual Tracking 


Manual Tracking adjustment is intended for use during 
playback to minimize noise in the picture. 


Press the SET or SELECT button. (These buttons 
are also used for the Date/Time setting.) 


—Special Effects in Playback Mode (Sound is Muted) 


To Rapidly Locate A Segment 


1 Press one of the SEARCH buttons. (FAST 
FORWARD or REWIND.) 
A rapid forward or reverse picture search will 
continue. 


2 Press the SEARCH button again or the PLAY 
button to resume normal speed. 


Search Speed 
Standard Play (SP) Search is about 3 times the 
normal speed. 7 
Super Long Play (SLP) Search is about 9 times thé 
normal speed. 
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Preparations: 

e Your Palmcorder is connected to a power source 
(Battery Pack, AC Adaptor, or Car Battery Cord). 

e Acassette is inserted. 

e Fully extend the viewfinder and rotate it clockwise to 
lock. 


To View A Still Picture 


1 Press the STILL button. 
A treeze frame picture from the current playback 
appears. 


2 Press the button once more. 
This releases the still and playback continues. 


To Playback or Monitor on a TV 


Your Palmcorder may be connected to a TV to play 
back tapes or to monitor what you are recording. 
Follow one of the connection diagrams below. 


— Connection 


When Your TV has Video In & Audio In Terminals 
Using the Audio/Video Cable 


To Audio/Video In 


Audio/Video Cable 
(supplied) 


Audio Out 


When Your TV Does Not Have Video In & Audio In Terminals 
Using the RF Adaptor (optional) VHFConnectingCable  UHF 
VHE (not supplied) Antenna 
3000hm-750hm Antenna oo |$  ,~9j—8=8{£«={.8£=<{<=<= ——— 
transformer (not fi) 
supplied)orF @% | femeerrceo f 


Connector 


DC Output L ae 
Connectorfor | 00 Ie Te ck OF TV 
Back of TV 
RF Adaptor = 
Audio Out “ 
aun VHF Out To watch TV only 
(optional) 
Set the VCR/OFF/CAMERA Selector 
switch to “OFF”. Then set the VCR/TV 
Selector on the RF Adaptor to “TV”. 
Finally, turn the TV ON and select a 
channel. 
— Operation 
1 Connect your Palmcorder to a power source Turn the TV ON. 
(Battery Pack, AC Adaptor, or Car Battery cord). ° If your TV has no Video In or Audio In terminals, 


P select CH 3 or 4 on your TV to match the CH 3/4 
Set the VCR/OFF/CAMERA Selector switch to switch on the RF Adaptor, when using the VHF 


bie “VCR® or “CAMERA” mode on your Connecting Cable (see diagram). Then set the 
almcorder. "s. , VCR/TV selector on the RF Adaptor to “VCR”. 
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Special Features 


— Date/Time Display 
Your Palmcorder is equipped with an automatic date To do this simply attach the Battery Pack or connect 
function which operates by a built-in lithium battery. lt the AC Adaptor. This will automatically charge the 


calculates the date and time, including leap year, up to battery. Through normal use the battery will stay 
Dec. 31, 2086 even when the Palmcorder is off. Before charged. If, after initial charging, the Palmcorder is not 


seiting the date and time it is necessary to charge the used, the automatic date function will continue for 
lithium battery for 48 hours. about a year. 


| CLOCK 


o=-O 


SEL Sel 


Mi2:00 
1 1992 


No display Date and Time display 


DATE/TIME DATE/TIME 


Date display 


22 


Special Features (continued) 


— Date/Time Setting 


1 Set the VCR/OFF/CAMERA Selector switch to 
the CAMERA/NORMAL position. 


2 Press the DATE/TIME button in Record/Pause 
mode or Stop mode. 
“AM 12:00 JAN. 1 1992” appears. 
Whenever “AM 12:00 JAN. 1 1992” appears, it 
indicates that the clock needs adjustment. 


3 Press the SELECT button. 
The first portion of the Date and Time display will 
flash. 


— Easy Editing 


To obtain proper continuity when taping from the Stop 
mode, or after charging the Battery Pack. 


1 Set the VCR/OFF/CAMERA Selector switch to 
the “VCR” position. 
Rewind the tape for a short distance (about 5 
digits on the Tape Counter) by pressing the 
REWIND button. Then press the PLAY button and 
view the picture on the Viewfinder. 


2 Press the STILL button at the location you wish to 
continue recording. 


3 Set the VCR/OFF/CAMERA Selector switch to 
the “CAMERA” position. Your Palmcorder will go 
into the Record/Pause mode. Then press the 
RECORD/PAUSE button to continue recording. 


To Set the Clock 


PRESS THE 
SELECT BUTTON 


MONTH: 


© PRESS THE SET BUTTON 
oe 


HOUR: 


MINUTE: 


© PRESS THE 
SELECT BUTTON 
AFTER SETTING 


19921998 
4.1991<-1990 


4 Press the SET button until the desired number(s) 
appear in the space you selected. Then press the 
SELECT button to fix that portion of the date and 
time. 


5 Press the SELECT button again. 
This locks in all the settings you have made. 


Note: 
Hold down the SET button to rapidly advance the 
numbers. 


VCR/OFF/CAMERA SELECTOR 
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The following Tape and Time Counter function 
displays can be selected to track your current position, 
or find a desired tape location. Press the D/M/L/TR 
button repeatedly to select the desired display. 


No Overlay 


Tape Counter: Displays a reading for any position 
on the tape. Press the RESET 
button to reset display to “0000”. 


Memory Counter: The Palmcorder will stop during 
Rewind, Fast Forward, Video 
Dubbing, Audio Dubbing and A/V 
Dubbing whenever it reaches the 
point where the Tape Counter was 
previously set to “M0000”. 


Lap Time Counter: The elapsed time during a 
recording is displayed. 
Press the RESET button to reset 
the display to 0:00:00. 


Tape Remaining: Shows the time remaining on the 
tape in 1 minute segments, during 
playback or recording. 


e Make sure the TAPE REMAINING switch is set to 
the proper position (T-20, T-30 or T-40 see page 
14.) so that the tape remaining time will function 
properly. 
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REMAINING 


EVF Indications 


First press 
D/M/L/TR 


Second press 
D/WL/TR 


Third press 
D/M/L/TR 


Fourth press 
D/M/L/TR 


Fifth press 
D/AWL/TR 


Special Features (continued) 


— Focus 
Auto Focus 


The lens will automatically focus on the subject in the 
center of the EVF, even during zooming. 


Press the FOCUS button to obtain the Auto mode for 
normal use (no indication appears in the EVF). 


e When the VCR/OFF/CAMERA Selector switch is set 
to the CAMERA/LOCK position, Auto Focus is 
selected automatically. 


Manual Focus 


When using this feature, it may be helpful to steady 
your Palmcorder by mounting it on a tripod. 


1 Set the VCR/OFF/CAMERA Selector switch to 
the CAMERA/NORMAL position, and press the 
FOCUS button to obiain the Manual mode (“MF” 
will appear in the EVF). 


2 Aim your Palmcorder at the scene to be recorded. 


3 Press and hold the “T” side of the POWER 
ZOOM switch until the lens zooms to the 
maximum close-up setting. 


4 Turn the dial to - (FAR) or NEAR uniil the picture 
is in focus. 
e lt may be necessary to back away from the subject 
to focus the image properly. 


5 Press the “W” side of the POWER ZOOM 
switch. 
The picture should stay in focus over the entire 
zoom range. 


¢ Re-focusing may be required when your Palmcorder 
is aimed at a new scene. 


Macro Focus (for close-ups) 


Auto Focus will continue to focus even in the extreme 
close-up (macro) range. 


1 Press the "W" side of the POWER ZOOM switch 
to the wide angle position 


2 Bring the Palmcorder as close as necessary to 
the subject to obtain the desired subject size. 


NEAR 
VCR/OFF/CAMERA FOCUS 
SELECTOR ress a 
MANUAL 
FOCUS co i 
NEAR 
MF 


Use Manual Focus when ... 


recording a subject through glass. 

recording a subject with a nearby foreground and 
background far from the Palmcorder. 

recording a subject with distinct horizontal stripes. 
the subject is not in the center of the Viewfinder. 
recording subjects with shiny surfaces. 

recording an obliquely angled subject. 

recording a flat subject such as a white wall. 
recording in low light situations. 

recording a scene with fast motions, like a golf 
swing. 
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Special Features (continued) 


POWER ZOOM HOLD/MODE SEL 
WHITE BALANCE 
BACKLIGHT 
VCR/OFF/CAMERA 
SELECTOR HIGH SPEED SHUTTER 
— White Balance Button 
AUTO White Balance 


For continuous color balance in both indoor and 
outdoor lighting situations. (no indication in the EVF). 


MANUAL White Balance 

Under the following conditions select “202” or “Cx” 
as recommended, for better color reproduction in your 
recordings. 

Set the VCR/OFF/CAMERA Selector switch to the 


CAMERA/NORMAL position and press the WHITE 
BALANCE button. OUTDOOR 


Select “=O” when recording an outdoor scene from 
indoors (i.e. through a window), or recording an 
outdoor scene using an amber filter. 


Select “=>(Cn” when recording an indoor scene from 
outside, or an indoor scene using a blue filter. 


° White Balance is affected by Color Temperature. INDOOR 
See the chart on page 37. 


— Backlight Button 


This button should be used when recording a subject 
that is darker than the surrounding scene. 
In a shadowed area or in front of strong backlight. 


1 Set the VCR/OFF/CAMERA Selector switch to 
the CAMERA/NORMAL position and press the 
BACKLIGHT button. (© will appear in the 
EVF.) 


Press the BACKLIGHT button again to release it 
when the lighting condition returns to normal. 
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Special Features (continued) 


— Digital Fade 


Set the VCR/OFF/CAMERA Selector switch to the 

CAMERA/NORMAL position and press the HOLD/ 
MODE SEL button repeatedly to select the desired 
Digital Fade effect. 

Other than “BLACK”, the mode selected will appear in 
the bottom right corner of the EVF. 


2 While recording, hold the FADE button down until 
the picture fades out in the selected mode. 
Release to fade back in. 


Wi Other than the BLACK, WHITE and RANDOM modes, 
you may also partially fade the picture and, by 
pressing the HOLD/MODE SEL button, freeze the 
fade function to create even more special effects. 
Press the FADE button again to resume fading, or 
press the HOLD/MODE SEL button to cancel the 
Wipe fade mode. 

Note: 

Other than BLACK and WHITE modes, audio recording is 
not affected by the fade control. 


— High Speed Shutter 


Use this feature to record a clear, sharp image of high 
speed motion with the VHS Palmcorder for fine point 
replay in Still or Slow mode, when waiching the tape on a 
Panasonic TECH 3 or TECH 4 VCR (8 or 4 head VCR). 


Digital Auto Shutter 

In the AUTO mode (AUTO H.S.S. is displayed in the 

EVF), the Palmcorder will automatically adjust the shutter 

speed from 1/60 to 1/250 according to the brightness of 

the subject.The speed does not appear in the EVF. 

e AUTO H.S.S. is automatically selected when you set 
the VCR/OFF/CAMERA Selector switch to the 
CAMERA NORMAL position. 


Manual Selection 
To manually select the shutter speed, follow the steps 
below. 


1 Set the VCR/OFF/CAMERA Selector switch to the 
CAMERA/NORMAL position and press the HIGH 
SPEED SHUTTER button to release the AUTO 
mode. The normal speed of 1/60 will appear in the 
EVF. 


2 Continue to press this button until the desired 
shutter speed is displayed. 1/60, 1/100, 1/250, 
1/500, 1/1000, 1/2000, 1/4000, and back to AUTO 
H.S.S. 


A still or slow motion playback will then depict images 
without trails or blurs (e.g. like a tennis stroke). 

Note: 

The High Speed Shutter indicator flashes when the light 
level is inadequate. More light should be provided to 
achieve better picture quality and color. , 
See page 36 for more information. 


FADE EFFECT 
(NO INDICATION) black 
WHITE ; (white) 

SFT (soft) 


EVF Indications y 
SHR (sharp) 


Ka 

EJ msc (mosaic) 
Co SFT (soft) 
C4 SHR (sharp) 
| 


STR (stripe) 


==; RDM (random) 
eee seer | 


EVF Indications 


AUTO H.S.S. 
i 
1/60 (Normal) 
t 
1/100 
t 
1/250 
1 
1/500 
' 
1/1000 
' 
1/2000 
1 
1/4000 


-1/4000- 
x 
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Special Features (continued) 


— Power Zoom 


With the POWER ZOOM feature, you can gradually 
zoom in for close ups or zoom out for wide angle 
shots. 

Press the “T” (Telephoto) or the “W” (Wide Angle) 
side of the POWER ZOOM switch. 


— VHS Index Search System 

An invisible index mark is automatically placed on the 

tape at the beginning of each recording (the Index EVF Indication 
indicator will flash). TS 
Then, you can enjoy automatic review and playback of = INDEX — 
indexed tapes using Panasonic VCR models which iq? 


feature the VHS Index Search System. 


e No mark is placed where a recording resumes after 
the Palmcorder has been put into pause. 


— Book Mark Search 


You can return directly to a blank portion of tape just 
where the recording you have done so far ends. 


In the camera mode, press both the REW and FF EVF Indication 
buttons together at the same time, wherever you are a 

on the tape. The Palmcorder will advance or rewind = SEARCH = 
and then stop at the point where recording can be ays 
continued. Press the PLAY button to cancel this 

function. 


e A tape, once recorded, is not considered “blank” 
even if it has been erased. 


e If the Book Mark Search feature is used directly after 
an Edit Search (see page 19) was performed, the 
Paimcorder will stop approximately where the Edit 
Search was begun, regardless of whether it begins a 
blank portion of tape or not. 
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Dubbing your Recordings 


Video Dubbing 


Your Palmcorder uses advanced Flying Erase Head 
technology to produce exceptionally clean edits. You 
can replace existing video segments with new ones 
such as a title etc. while keeping the original audio . 


— Operation 


1 Set the VCR/OFF/CAMERA Selector switch to 
the “VCR” position. 


2 Press the PLAY button to locate the starting point 
for dubbing. Then press the STILL button where 
you want dubbing to begin. 


¢ To preset the stopping point of your replacement 
segment, see the Memory-Stop Editing* section 
below. 


3 Press the VIDEO DUB button. This puts the 
Palmcorder in the Video Dub Pause mode. 


4 Press the RECORD/PAUSE button or STILL 
button to start taping a replacement video 
segment. 


5 Press the STOP button to stop Dubbing. 


* Memory-Stop Editing: 

Use the DISPLAY/MEMORY/LAP TIME/TAPE 
REMAINING button to set an automatic Edit stopping 
point. 

In step 2, locate the end of the portion to be edited, 
then press the MEMORY button and reset the tape 
counter to M0000. 

Rewind to the editing start point, and continue steps 
2-4. 

The tape will stop automatically when it reaches 
“MO000”. 


Preparations: 

e Turn ON the Palmcorder. 

e Insert a cassette (with tab) to be dubbed. 

¢ To monitor the dubbing, see the connection on page 
30. 


A.DUB V.DUB 


ome ane 
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Dubbing your Recordings (continued) 


Audio/Video Dubbing as 
san ; ° Turn almcorder. 
You can use the Audio/Video Dubbing feature to ‘, ; 
replace existing audio and video segments with Insert a cassete (with tab) to be dubbed. 


exceptionally clean and precise edits using the Flying * Pal nade ey ee Soy turn the TV 
Erase Head technology. pag . 
TV Set 


PICNIC 
(Used for 


To Audio/Video In monitoring) 


— Connection 


DC Input 
Connector 


Audio/Video Cable (supplied) 
or 
RF Adaptor (optional) 
DC Power Cable 
DC Output 


Connector To AC Outlet 


— Operation 
1 Follow steps 1 and 2 on page 29. 


2 Press the AUDIO DUB and VIDEO DUB buttons 
together. This puts the Palmcorder in the Audio/ 
Video Dub Pause mode. 


3 Press the RECORD/PAUSE or STILL button to 
start taping an AUDIO/VIDEO replacement 
segment. 


4 Press the STOP button when dubbing is 
complete. 


Note: 

Tapes to be dubbed may be prerecorded in SP or SLP 
mode. When Audio/Video dubbing, make sure the 
Palmcorder tape speed is the same as the 
prerecorded tape speed. 


Dubbing your Recordings (continued) 


Audio Dubbing 


Your own sound track may be substituted onto a tape 
by using an external microphone or the built-in 
microphone. 


— Connection 
External Microphone Jack 


——<( 
NO 
Z u 


DC Input 


Connector Audio Out 


DC Power Cable 
DC Output 
Connector 


e When a microphone is used for dubbing, do not 
place it near the speaker of your TV while dubbing is 
being done. A howling noise (feedback) may occur. 


— Operation 


1 Set the VCR/OFF/Camera Selector switch to the 
“VCR” position. 


2 Press the Play button. 
Press the STILL button where you want dubbing 
to begin. 


3 Press the AUDIO DUB button to put the 
Palmcorder in the Audio Dub Pause mode. 


4 Press the STILL button to start Audio Dubbing. 


5 Press the STOP button to stop Audio Dubbing. 
e Refer to page 29 for Memory-Stop Editing. 


Preparations 

¢ Connect the external Microphone (if used). 

¢ Turn On the Palmcorder. 

¢ Insert a cassette (with tab) to be recorded. 

¢ When using the RF Adaptor to monitor, turn the TV 
ON and select CH 3 or 4 (see page 21). 


External Microphone 
(not supplied) 
(M3 connector) 


TV Set 
(Used for monitoring) 


To Audio/Video In 


Audio/Video Cable (supplied) 
or 
RF Adaptor (optional) 


To AC Outlet 
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Re-Recording (continued) 


If Either Unit Does Not Have A Synchro Edit Jack 


Preparations: 
¢ Set up and connect the units as illustrated. e Turn ON both units. 
(Be sure to connect the AC Adaptor to an AC ° Set the recording VCR’s Input Signal Selector to 
Outlet). “LINE”, 
e Set the VCR/OFF/CAMERA Selector switch on the 
Palmcorder to the “VCR?” position. 


— Connection 


Source (Playing) : Palmcorder Recording: VCR or Camcorder 


Audio/Video Cable 
(supplied) 


Video Out xh TV Set 
A (Used for 


monitoring) 


=< VHF Connecting 
}}}) Cable (not supplied) 


Audio Out 


DC input 
Connector j 
[ To AC Outlet 
D t 
DC Power Cable imam 
— Operation 
1 Insert a pre-recorded tape into the source 4 Press the PLAY and REC buttons together on 
(Playing) Palmcorder. the editing unit and then immediately press the 


STILL button. 


Insert a blank tape with record tab into the 
5 Press the STILL button on the source Palmcorder 


editing (recording) unit. 


Press the PLAY button on the (Playing) 
Palmcorder. 
When the tape reaches the point where you want 


and the PAUSE/STILL button on the editing unit 
to begin re-recording. 


Press the STOP button on both units when 


to start dubbing, press the STILL button. dubbing is complete. 


— To Monitor the Re-Recording 

¢ Turn TV ON and select its VCR channel (either CH3 
or CH4). 

¢ Set the VCR/TV Selector on the recording VCR to 


CAUTION: 
Unauthorized exchanging and/or copying of 
“VCR”. me copyrighted recordings may be copyright infringement. 
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Using the VHS PlayPak 


This Paimcorder uses a Compact VHS tape format. Once the cassette is securely in place, the VHS 
(TC-20, TC-30 or TC-40) PlayPak can be used with your VHS VCR just like any 


Whena Cassette is placed in the VHS PlayPak, standard size VHS cassette. 
battery power is used to adapt the Compact VHS 
format to that of a standard VHS cassette. 


— Installing the Battery 
The VHS PlayPak requires a battery to operate. 


1 Remove the Battery Compartment lid. 


2 Place an “AA” size battery in the Battery 
Compartment as indicated inside the Battery 
Compartment, then replace the lid. 


Note: 

If the tape loading time is longer than normal, there 
is too little battery power left and battery 
replacement is necessary. 

If the battery runs down, the VHS PlayPak may stop 
before the automatic load or unload operation is 
complete. 

Install a new “AA” size battery with the polarities (+ 
and - ) aligned properly. 

Dispose of the old battery properly. 


e 


— How to Insert the Cassette 


1 Take up any slack in the tape by turning the 
Tape Wheel located on the side of the Cassette, in 
the direction of the arrow, before placing the 
Cassette into the VHS PlayPak. 


2 Slide the RELEASE button to the right. 
The Tape Compartment Lid will open. 


3 Position the Cassette with its tape 
window to the left and place it in the VHS 
PlayPak recess. 

Allow the Cassette to gently seat itself in the 
VHS PlayPak. 
Do not use force. 


4 Gently push the cover of the VHS PlayPak 
down to latch it. 
The cover latches with an audible click. 
The tape threads with a whirring sound and the 
red Load Detector retracts completely. 


° Be sure the cassette reel area under the VHS 
PlayPak is free to turn while loading. 


Continued on next page. 


Load Detector 
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— How to Remove the 


Using the VHS PlayPak (continued) 


Be sure that the Tape Guard is closed when the 


Cassette is placed in or removed from the VHS 


PlayPak. 
Important: Read the following instructions carefully 
before attempting to remove your Cassette from 


the VHS PlayPak. 


Failure to do so may result in permanent damage to 


the video tape. 


1 Slide the RELEASE button to the right. 
A whirring sound indicates the video tape is 
rewinding from the VHS PlayPak to the cassette, 
then the VHS PlayPak cover snaps open. 


2 Hold the VHS PlayPak securely in one hand and 


push the Cassette up with your finger 
through the access hole as shown and remove. 


3 Close Compartment Lid. 


Note: 

If you do not intend to use the VHS PlayPak for a 
long period of time, remove the battery and store it in 
a cool, dry place. 

The Load Detector extending from the left side of the 
VHS PlayPak indicates that loading of the tape is not 
complete. 

Attempting to insert the VHS PlayPak into a VCR 
while the Load Detector is extended may cause 
damage. 

Some noise or picture disturbance may occur at 
times during special effects playback with your VCR. 


VSI Cassette 


Tape Guard 


35 


Notes on Operations 


Battery Pack (P.11) 

® Store the Battery Pack in a cool, dry, dark place. 

® Do not drop it or subject it to strong jolts. 

© Be careful not to put the Battery Pack near fire 
because this may cause a short-circuit. 

® Batteries should never be disposed of in fire. 

®Do not use any other chargers than specified. 

® Do not use the Battery Pack for appliances other 
than specified. 

®Do not use it below 32°F (0°C) or above 104°F 
(40°C). 

® Do not use an insufficiently charged or worn out 
Battery Pack. 


Car Battery Cord (P.12) 

® Be sure to start the car engine before inserting the 
cigarette lighter plug of the Car Battery Cord into the 
cigarette lighter socket; otherwise, the cigarette 
lighter plug fuse may burn out when you start the 
engine. 

®The car engine should be running while your 
Palmcorder is in operation. Make sure your car is in 
an open, well ventilated area. 

® Disconnect the cigarette lighter plug when your 
Palmcorder is not being used. 


Charging the Battery Pack (P.13) 

©The useful operation time of the Battery will gradually 
decrease after repeated use and recharging. The 
Battery is no longer serviceable if the operation time 
is too short even after a sufficient charge. 


Special Effects Playback (P.20) 

® During search playback, horizontal noise bars will 
appear and there will be no audio. 

®To protect the tape and Video Heads, your 
Palmcorder’s operating modes will automatically 
revert as follows: 


STILL ————> STANDBY after 5 minutes. 


STANDBY —— POWER OFF after 5 minutes 
when using a Battery Pack. 
®When the tape reaches its end during playback, or 
fast forward, the tape will rewind automatically. 


—Cleaning the EVF 


Extend the EVF just until the line becomes visible (see 
illustration). 

Turn the EVF counterclockwise 1/3 of a turn and pull 
free. Remove any lint or dust particles with a soft clean 
cloth being careful not to scratch the glass surfaces. 
Line up the knobs on the EVF Eyepiece with the 
grooves inside the EVF shaft and attach. Turn the EVF 
clockwise 1/3 of a turn to lock in place. 
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Tape Remaining (P.24) 

© The lap time counter only functions in the REC mode. 

®The remaining tape indicator “0:00” will continue 
flashing during the last 2 minutes as a final warning 
that the tape is about to end. 

® The remaining tape time is being calculated when the 
indicator “-:--” flashes (up to 30 seconds) in the EVF. 


High Speed Shutter (P.27) 

© For proper color reproduction it is recommended that 
you use this feature outdoors. For indoor High Speed 
Shutter recording, the supplied COLOR 
ENHANCEMENT LIGHT, or additional halogen or 
tungsten light should be provided. Fluorescent light 
will degrade the picture quality. 

®For effective operation, this feature requires ample 
light. More light is required for the fastest shutter 
speed. 

®The Auto Focus system may not operate properly 
under insufficient light when you are using the High 
Speed Shutter. 


Re-Recording (P.32) 

® Source tapes recorded on other VCRs must be pre- 
recorded in SP or SLP mode for Palmcorder 
playback. 

© For technical reasons, dubbing a tape may reduce its 
quality. 


CCD Warning 

When your Palmcorder is aimed at a scene which 
contains an excessively bright object such as the sun 
or other bright lighting, a vertical bar may appear in the 
picture. This is a characteristic of the CCD pick-up 
device and is normal when using your Palmcorder. Try 
to avoid aiming the camera directly at extremely bright 
objects. 


CATV System Installer 

This reminder is provided to call the CATV system 
installers attention to Article 820-40 of the NEC in 
USA (and to the Canadian Electrical Code in Canada) 
that provides guidelines for proper grounding and, in 
particular, specifies that the cable ground shall be 
connected to the grounding system of the building, as 
close to the point of cable entry as practical. 


Extend to this point 


To Remove 


To Replace 


ee 


Notes on Operations (continued) 


Rough Values of Brightness 
Your Palmcorder has been designed for normal illumination is more than 0.1 footcandles (1 lux). 
scene illumination of 150 footcandles (1500 lux). The table below shows the approximate values of 
However, the Palmcorder may be used at F1.4, if brightness for reference. 


PALMCORDER NATURAL LIGHT CONDITIONS _ {KELVIN COLOR] ARTIFICIAL LIGHT SOURCE |COLOR 
SETTINGS TEMPERATURE Ogee 


(Amber Filter |°Fair weather, blue sky 10,000 /¢Color television Bluish 


®Cloudy or rainy sky 


®Fluorescent lamp (Daylight) 
Camera flash bulb 


Sunlight in clear weather at midday 


-- “OUTDOOR?” |®Average sunlight in clear weather 


“AUTO” 


eBlue lamp for photography 


®Sunlight 2 hours after sunrise and 


®Fluorescent lamp (White) 
before sunset 


eNormal flash bulb 
@Fluorescent lamp (Off-white) 
®Tungsten lamp for photography 


--- “INDOOR” — j®Sunlight 40 min. after sunrise and 


before sunset 


TS Tees 47 ~~ Je@Sunlight 30 min. after sunrise and 
Crores before sunset 
*Sunlight 20 min. after sunrise and 
before sunset 


Range) 


®Kerosene lamp 
@Candlelight 


FCC Warning: Any unauthorized changes or modifications to this equipment would void the user's authority to 


operate. 


This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This 
device may not cause harmful interference, and (2) this device must accept any interference received, including 
interference that may cause undesired operation. 


Note: This equipment has been tested and found to comply with Part 15 of the FCC Rules. These limits are 
designed to provide reasonable protection against harmful interference when operated in a residential environ- 
ment. 

If this equipment does cause interference to radio or television reception, which can be determined by turning the 
equipment off and on, use the equipment in another location and/or utilize an electrical outlet different from that 
used by the receiver. 

If necessary, consult the dealer or an experienced radio/TV technician for help. The user may find the booklet 


‘Something About Interference’ available from FCC local regional offices helpful. 


— Attaching Optional Filters and Lenses 

Remove the Lens Hood by turning it counterclockwise and attach the optional filter or lens. 
e Be careful not to touch the lens itself. 

e Replace the Lens Hood after removing the accessory. 

e The Lens Hood can be attached over optional filters. 


Before Requesting Service 


If you have a problem with your Palmcorder, it may 
be a minor one that you can correct yourself. Use 
the chart below in case your problem is listed, and 
then follow the recommendations. 


No power ... 


® Make sure the Power Source is connected. (P.11, 12) 

® Make sure the VCR/OFF/CAMERA Selector switch is set to “VCR” o 
“CAMERA’. (P.19, 20) 

® Check the Dew Indicator. (P.18) 

® Make sure the battery is fully charged. (P.13) 

© Make sure all necessary cables are connected correctly and firmly. 
(P.21) 

© Make sure the Lens Cap is OFF. (P. 5) 


Video cassette can’t be inserted ... © Make sure the Power Source is connected. (P.11, 12) 


® Insert the cassette with the window side facing out and the record 
tab facing right. (P.14) 


Video cassette can’t be removed ... ® Make sure the Power Source is connected. (P.11, 12) 


© Check the Dew Indicator. (P.18) 


No operation starts when operation 
buttons are pressed ... 


@ Make sure the record tab is still intact. (P.14) 
® Check the Battery Indicator. (P.18) 
® Check the Dew Indicator. (P.18) 


Recording does not operate ... 


® Make sure the Focus Switch is set to “AUTO”. (P.25) 
© Make sure the unit is ON, with the VCR/OFF/CAMERA Selector 
Switch set to “CAMERA”. (P.19) 


The sound from Twin Capsule 2-Way © Make sure the unit is set to REC or Record/Pause mode. 
Microphone System can’t be monitored ... 


Auto Focus does not operate ... 
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Before Requesting Service (continued) 


Correction 


® Make sure the HIGH SPEED SHUTTER button is OFF.(P.27) 


No playback picture, or the playback ® Press the SET or SELECT button (Tracking Control). (P.20) 
picture is noisy or contains streaks ... 


During playback, the picture indicates ® Portions of the still picture where the normal speed motion was 
motion or blurred action ... particularly rapid may produce this effect. This is normal. 


If the top of your playback picture waves |® Because the playback signal is not as stable as an off the air TV 
back and forth excessively ... signal, the top of your TV screen may be bent or unstable when the 


Refer servicing to qualified service personnel. 


tape is played back. This symptom is more noticeable when a pre- 
recorded tape, recorded on another VCR, is played back. To solve 
this problem, locate the horizontal hold control on your TV. Turn it 
slowly to correct the wavy picture. If your TV does not have the 
horizontal hold control or adjusting the control does not help, some 
modifications may have to be made to the TV set. Technically this 
is called “Horizontal AFC time constant change.” If such a problem 
is noticed, please contact your local TV service center. (Some 
nominal service charges are required.) 


Cleaning Care for Video Heads 
(a) Video Head Cleaning: (b) Cleaning the Heads: It is recommended that 


Your Palmcorder will not head cleaning be performed by a qualified service 
normally require head technician. Please contact your nearest Panasonic 
cleaning; however, it is Service Center. An alternate solution is to obtain a 
possible that the heads may head cleaning cassette. There are many types of 
become clogged when cleaning cassettes, so be sure to follow the cleaning 
playing an old or damaged instructions carefully. Excessive use of the cleaning 
. tape. If the image on your cassette could shorten head life. Use this cassette 
Clogged Video Head screen resembles the only when a head clogging symptom occurs. 


photograph on the left while 
playing back a tape, the 
heads may require cleaning. 
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| Specifications 


ee a EE A NC TT V5 ES RR SS 


Power Source: 


Power Consumption: 


Video Signal: 

Video Recording System: 
Audio Track: 

Pick-Up System: 

Pick-Up Device: 

Lens: 


Viewfinder: 
Minimum Illumination Required: 


External Microphone Input Level: 


Operating Temperature: 
Operating Humidity: 
Weight: 


Dimensions: 


Compact VHS Palmcorder: DC 6V 

AC Adaptor: 110/120/220/240V AC, 50/60 Hz 

Battery: Nickel-Cadmium Type DC 6V 

Compact VHS Palmcorder: 6V DC 8W (Max. 13W) 

AC Adaptor: 24W 

EIA Standard (525 lines, 60 fields) NTSC color signal 

4 rotary heads. helical scanning system 

1 track 

Sequential color difference field reverse system 

One integral color filter Charge Coupled Device (CCD) 

8:1 zoom lens, f1.4 with auto iris control 

Focal length: 6mm - 48mm 

Power zoom function 

Lens filter diameter: 37mm 

2/3 inch Electronic Viewfinder 

1 Lux (F1.4) 0.1 footcandles 

—70dB, 4.7K ohms unbalanced, M3 connector 

32°F~104°F (0°C~40°C) 

10%~75% 

Compact VHS Palimcorder:1.87 Ibs. 

AC Adaptor:0.77 Ibs. 

Compact VHS 

Palmcorder: 3-3/4"(W)X4-5/8"(H)X8-5/8"(D) 
95(W)X117(H)X219(D)mm 

AC Adaptor: 2-3/4"(W)X1-5/8"(H)X6-1/4"(D) 
70(W)X41(H)X158(D)mm 


Weight and dimensions shown are approximate. 
Designs and specifications are subject to change without 


notice. 
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Spanish Quick Use Guide/Guia Para Uso Rapido 


Fuentes de 
alimentacion 


rete i) 


PREPARATIVOS 


e Conectar la videocamara a una fuente de alimentacién 
(bateria, adaptador de CA o cable para bateria de coche). 


e Encender el aparato. 


e |ntroducir el casete en el compartimiento de casetes. 


FUNCIONAMIENTO 


1 Conmutar la palanca selectora (VCR/CAMERA) a la 
posicién “CAMERA AUTO LOCK”. 


2 Seleccionar la velocidad de grabacion. 


3 Oprimir el botén de grabacién/pausa (RECORD/PAUSE) 
para comenzar a filmar. 


4 Voiver a oprimir el botén de grabacién/pausa (RECORD/ 
PAUSE) cuando se desea hacer una pausa en la 
grabacién. 
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Spanish Quick Use Guide/Guia Para Uso Rapido (continued) 


PREPARATIVOS 


e Conectar la videocamara a una fuente de alimentaci6n 
(bateria, adaptador de CA 0 cable para bateria de coche). 


- En el visor - 


e Encender el aparato. 
e Introducir el casete en el compartimiento de casetes. 


FUNCIONAMIENTO 


1 Conmutar la palanca selectora (VCR/OFF/CAMERA) a la 
posicién “VCR”. 


2 Rebobinar la cinta con el botén de rebobinado (REWIND) 
(si fuera necesario). 


| Oprimir el botén de reproduccién (PLAY) para que 
| aparezcan las imagenes en la pantalla. 


4 Oprimir el botén de parada (STOP) cuando se desea 
parar la reproduccion. 


aad 


REPRODUCCION CON EFECTOS 
ESPECIALES 


PARA CONGELAR UNA IMAGEN 


° Oprimir el botén de pausa/imagen fija (PAUSE/STILL). 
° Oprimir nuevamente el botén cuando se desea continuar 
reproduciendo. 


AD 
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Accessories 


Accessories packed with your Compact VHS 


Palmcorder 


(PV-A16) 


(PV-BP17) 


1 pc. Battery Pack 


1 pe. AC Adaptor 


1 pc. VHS PlayPak 
PV-P1) and one 
(PV-P1) Ee: 


“AA” 


Pa 


1 pe. 8-Function 
Remote 

(VSQS1200) 
and one battery 
(CR2025) 


° 


on} 


1 pe. Audio/Video 
Cable(VJPS0216 or 
VJPS0337) 


1 pc. Shoulder Strap 
(VYCS0884) 


1 pe. Color 
Enhancement Light 


(VUAW0481) Cz 
| 


Panasonic. 


Panasonic Company 


_ Division of Matsushita Electric 


Corporation of America 


One Panasonic Way, Secaucus, 


New Jersey 07094 


Printed in Japan 
vaTs2703 @) 


Panasonic Company (West) of America, 
Division of Matsushita Electric 
Corporation of America 

6550 Katella Ave. 

Cypress, CA 90630 


Optional Accessories 


Car Battery Cord 
(PV-C16) 


Filter Kit 
(PV-F37) 


Wide Angle Lens 


5W Color 
Enhancement Light 
(PV-L5) 


Panasonic Sales Company, 
Division of Matsushita Electric 
of Puerto Rico, Inc. 

San Gabriel Industrial Park 

85th Infantry Avenue KM 9.5 
Carolina, Puerto Rico 00630 


Compact Video Cassette] AC Adaptor 
Tape (PV-A16) 
ee) 
NV-TC30P 
—. a ee 
VHS PlayPak AC Adaptor 


(PV-A15B) 


Battery Pack 
(PV-BP15 or 


Video Corrector 
| (PV-CC50) 


Telephoto Lens 


(PV-LW37) (PV-LT37) @ 
RF Adapior System Carrying Case 
(PV-RF15) | (PV-Hi6) = 


Synchro Edit Cord 
(PV-EC1) 


